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ARMOR POLYMERS

Floor Armor UPC - SL Technical Data Sheet
Product No. 814

Product Description
Armor UPC - SL is a three-part urethane polymer concrete, high flow product. It is a medium duty self-leveling material

applied at 4" thickness using a preset cam rake. The system can withstand aggressive chemical attack, thermal shock
resistance, and high impact resistance. It is designed to be use as an underlayment providing a superior functional subfloor
for other polymeric toppings or for resilient flooring. This product can also be use as a standalone floor. It is engineered as a
functional and performance focused concrete flooring system.

Advantages Recommended Usage
+  Water-Based, Low Emission « Chemical Processing
Contains 20% Plant Based Ingredients « Food Processing Areas
Meets USDA, FDA, and CFIA Standards * Restaurants
Self-Priming for Superior Adhesion +  Pharmaceutical
Superior Impact Resistance « Bakeries
Meets California VOC and SCAQMD Requirements « Cage Wash Areas
Wide Temperature Service Range + Bottling Areas
from -50°F to 200°F + Sanitize/Wash Area

Minimum Application Temperature, 35°F and Above + Plant Vehicle Aisles
High Tolerance to Moisture Vapor Pressure, Up to +  Warehouses

15 Ibs. +  Mechanical Rooms
Green Concrete Applicable, 7 Day Old Concrete

Resistance to Growth of Bacteria and Fungi



