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DESCRIPTION

Fast Armor Polyurea is a high-performance polyurea primer, base coat and coating. It is a low viscosity, low odor,

99% solids. Featuring outstanding adhesion, abrasion, impact and chemical resistance. It is designed especially for

challenging flooring and wall surfacing environments in a wide range of temperature and climatic conditions,

including but not limited to, commercial, industrial and institutional facilities. It is VOC compliant in all states and

provinces in North America.

TECHNICAL DATA SHEETFast Armor Polyurea

Product Number: No. 8240
Polyurea Primer and Base Coat for Quick Turnaround

TYPICAL FLOOR ANDWALL USES

• Animal Care and Housing

• Airport Hangars

• Automotive Show Room and Garage

• Commercial Bakeries and Kitchens

• Food, Beverage and Spirits Processing

• Garage and Residential

• Hospital and Health Care Facility

• Laboratories and Research

• Locker Rooms and Rest Rooms

• Manufacturing and Warehouse

• Mechanical Equipment Room

• Pharmaceutical and Cosmetics

• Warehouse and Loading Docks

• Waste Water Treatment

BENEFITS

• Complies with USDA, FDA, Food Safety

Modernization Act.

• Slip Resistance (ADA)

• LEED® and Green Seal® requirements.

• VOC and EPA Compliant all states and provinces

in North America. Cures to an inert finish.

• Strong and Tough Floor

• Excellent Chemical and Abrasion Resistance

• Designed for new floors and for resurfacing old

floors

LIMITATIONS

• This product is best suited for applications in

temperatures between 600F to 900F (160C to

320C).

• Higher temperatures or higher RH will

result inshortened working time and faster

drying time.

• Color may vary due to batch to batch

variation,always “box” different batches

to avoid it.

COLORS

White Base, pigmented Sand Tan and Medium Gray

only.

COVERAGE RATE PER GALLON

• Primer: 160 to 200 sq. ft. (14.9 to 18.9 sq. m.)

8 to 10 mils (WFT)

• Coating: 100 to 160 sq. ft. (9.3 to 14.9 sq. m)

10 to 16 mils (WFT)

• Receiving Coat for Color Flakes: 120 to 160 sq.

ft. (11.15 to 14.9 sq. m.) 10 to 13 mils (WFT)

HANDLING and SAFETY

Warning! Eye and skin irritant. May cause dermatitis

and sensitization. Always read and follow the product

SDS. Avoid contact with eyes, skin and clothing.

Avoid breathing vapors, mist and spray. Use with

good ventilation.

CONCRETE

Concrete must be structurally sound and free of curing

agents, coatings, sealers, densifiers and other bond

breakers.
New Concrete:

• Place concrete per ACI 302.2R Guide for

Concrete Slabs that Receive Moisture-Sensitive

Floor Materials.

• Water Cement Ratio 0.4 to 0.5, and an

approximate 4,000 psi (28 MPa) strength level.

• Requiring a positive side moisture barrier in direct

contact with the concrete meeting ASTM E1745

Standard Specification for Plastic Water

Retarders Used in Contact with Soil or Granular

Fill under Concrete Slabs.

• The moisture barrier needs to be placed per

ASTM E1643 Standard Practice for Selection,

Design, Installation of Water Vapor Retarders

Used in Contact with Earth or Granular Fill Under

Concrete Slabs, Class A 15 mils (0.38mm)


